
DIAMETER (MINIMUM) 
SEE NOTE 1 

BOWL SECURED WITH 

UNDISTURBED FASTENERS, SEE 

EXTERNAL PIPE 

BAR PIPE 

10'± TO 

EARTH 

PVC SEWER PIPE 

----~~ 

GRADE 

54" INSIDE 
PRECAST MANHOLE, 

INSIDE DROP 
STAINLESS STEEL 
NOTE 3 

FLEXIBLE 
COUPLER 

':t:t====P---------~h--- 1/2" X 2" FLAT 
STRAPS, STAINLESS 
(316) LOCATE 

, : WITH 1/2" SS 
" - BOLTS (MIN. 2 
_: ~ 

1-------i';'Q:-f--PVC SOR 35,...______._, 

STEEL 
AT 4'-0" O.C. 
EXPANSION 

COMPACTED SELECT STRAPS) 
BACKFILL ------ ­

CROWN ELEVATIONS OF 
INLET AND OUTLET PIPES 
SHALL BE EQUAL 

90" PVC LONG SWEEP 
BEND, TURNED TOWARD 
THE DIRECTION OF FLOW 

SEE DETAIL SS1 ----- ­

NOTES: 
1. 	 INSIDE DROP INSTALLATION IS FOR PRE-APPROVED 54-INCH DIA. AND 60-INCH DIA. 

MANHOLES ONLY, UNLESS OTHERWISE APPROVED BY THE CITY ENGINEER. 

2. ALL 	 OTHER ELEMENTS OF MANHOLES NOT SPECIFICALLY SHOWN ABOVE ARE PER 

DETAIL SS1. 


3. 	DROP BOWL SHALL BE "RELINER-DURAN, INC." BRAND OR APPROVED EQUAL. 

SELECT A SIZE APPROPRIATE TO FLOWRATE AND PIPE DIAMETER. CENTER BOWL 

DIRECTLY UNDER INLET PIPE, ALLOW APPROXIMATELY 1" CLEARANCE BETWEEN PIPE 

AND BOWL. AHACH BOWL TO MANHOLE WALL WITH 3/8" DIA. STAINLESS STEEL 

BOLTS INTO LEAD EXPANSION ANCHORS. 


4. 	TRIM INLET PIPE SO THAT 2" PROTRUDES INTO MANHOLE. FOR IMPROVED FLOW 

CONTROL, CUT A 1" LONG 'V' SHAPED NOTCH AT BOTTOM EDGE OF INLET PIPE. 
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