
10'± TO 
DUCTILE IRON CL 

UNDISTURBED EARTH50 SEWER PIPE 

DUCTILE IRON TEE 
(MJ) GROUT IN 
PLACE 

1/2 D.I. PLUG AS DAM 

316 GRADE STAINLESS 
STEEL STRAPS & ANCHOR 
BOLTS, FASTENED AROUND 
EACH JOINT AND MIDWAY 
BETWEEN EACH JOINT 

90' D.I. BEND 
MJ X MJ ------~ 

CROWN ELEVATIONS 

SHALL BE EQUAL ----.... 


SEE DETAIL ss1--~..-

-~ 

------~ 

D.I. TO P. V.C. TRANSITION 
COUPLING ROMAG NO. 501, 
EPOXY COATED OR EQUAL 

~-- COMPACTED SELECT 
BACKFILL 

DUCTILE IRON CL 50 
SEWER PIPE 

VISQUEEN 

------ CONCRETE SHALL 
BE FORMED AROUND 
BEND AND BELOW 
JOINT TO ACCOUNT 
FOR REMOVAL OF 
BOLTS 

-.,_March 16, 2018 

Date 

STANDARD DETAIL 

City of 
~BONNEY 
·~~alie 

Dwg No: 552 
OUTSIDE DROP 

MANHOLE 


