
REDUCED PRESSURE BACKFLOW ASSEMBLY 
(WA STATE DOH APPROVED) 

3" MIN . 

HOT BOX (N.E. FLORIDA 
ENTERPRISES INC. MODEL No. 
1 NY) ENCLOSURE W/LOCK 
PER CITY STANDARDS. 
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RESTRAINED 
JOINT PIPE 
(SIZE AS REQD. 
AND APPROVED 
BY CITY) --­

TO ELECTRICAL PANEL IN 
RIGID CONDUIT, SEE 
ELECTRICAL CODE FOR 

120V ELECTRICAL 
OUTLET FOR HEAT TAP E 

3" MIN . 

CENTER BACKFLOW 
PREVENTER IN HOT 
BOX ----~ 
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REQUIREMENTS. -------' 

REDUCED PRESSURE BACKFLOW ASSEMBLY 
NOT TO SCALE 

0 GRINNELL PIPE STANCHION OR 
APPROVED EQUAL FOR 2 1/2" 
LARGER DEVICES. 

@ DRAIN TO BE SIZED AS PER 
WA STATE DOH REQUIREMENTS 

AND 

NOTES: 

1. A 2' (MINIMUM) LEVEL, UNOBSTRUCTED AREA AROUND THE ENCLOSURE SHALL BE MAINTAINED. 
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