
TYPE "A" BLOCKING 

FOR 11 1/4"- 22 1/2'-30" VERTICAL BENDS 


Vl:3 
 s D L 
LL w ~<i'. ~ _J (/)OG z :r: 

0
(/)::.:: wzw-u 0 u :r:wt-'.;;;;:;;a:::::::2: z z (Il <( uQ_ 0LL U:::J w (/) :r: z a:::(/) :::Jz .o (/) ­(Il w(/) u:::J _JI LL Ww _J ww a::: u (Il LL~LL • 0 I-Nw <( a:::a::: Ui w .o~0 I ­LL •0.... 0... uG LL :r: a::: I-Ui tJ _w OU . (/) I- U LLz wI- 0I ­

(/)

w ::::2: ::::2: 0 0.... z . 


w 

.oa::: oz0.... <( ::::: 0 wozw ou Ui :::J0::: Ci I- z 0 a::: 0 u :::J> 

250 1.5 


4" 

11 1 /4 n 1.8 5/8" 

2.322 1/2 12 

45 2.8 


250 

22 

11 1/4 14 2.4 5/8" 1.5 
3.022 1/2 27 


45 

6" 

3.750 sI. . I 
2.9250 11 1/4 25 5/8" 1.5 


22 1/2 
 48 11.25" AND 22.5" BENDS3.68" 

45 
 89 4.5 

3.8250 5/8" 2.05511 1/4 
4.822 1/2 10812" 

7/8" 2.045 200 5.1 

250 5/8"4.6 1.5 

16" 


9811 1/4 
192 7/8"22 1/2 5.8 2.0 


45 
 2.57.1 1 1/8"355 

THIS TABLE REPRESENTS THE "MINIMUM' 
CONSTRUCTION STANDARD. THE DEVELOPER'S 
ENGINEER SHALL BE RESPONSIBLE FOR 
DETERMINING THE APPROPRIATE SIZE OF ALL 
ANCHOR BLOCKS BASED ON EXISTING AND 
LOCAL CONDITIONS. 
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